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Abstract 

We present a benchmark suite for computational Grids . 
It is based on the NAS Parallel Benchmarks (NPB) and 
is called NAS Grid Benchmark (NGB) in this paper. We 
present NGB as a data flow graph encapsulating an in- 
stance of an NPB code in each graph node, which commu- 
nicates with other nodes by sending/receiving initialization 
data. These nodes may be mapped to the same or different 
Grid machines . Uke NPB, NGB specifies several different 
classes (problem sizes)- NGB also specifies the generic Grid 
services sufficient for running the suite. The implemen- 
tor has the freedom to choose any Grid environment . We 
describe a reference implementation in Java, and present 
some scenarios for using NGB . 


1 Introduction 

The NAS Parallel Benchmarks (NPB) were designed to 
provide an objective measure of the capabilities of hard- 
ware and software systems to solve computationally inten- 
sive Computational Fluid Dynamics problems relevant to 
NASA- They are considered representative of an important 
segment of high performance scientific computing. At the 
time of NPB's inception in 19yi there were no accepted 
standards for programming parallel computers, and there 
was great diversity in hardware systems. It was deemed that 
any specific benchmark implementation would be unfairly 
biased towards a certain system configuration or program- 
ming paradigm. Hence, the first version of NPB, referred 
to as NPB1 [1], consisted of a paper-and-pencil specifica^ 
tion, with virtually all aspects of the implementation left to 
the user. A reference implementation, mostly in Fortran, 
was provided for the convenience of users, but no claims 
were made about algorithmic efficiency or appropriateness 
for any particular system. 

Despite its apparent lack of concreteness, NPB 1 was em- 
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braced by vendors and researchers, and served as a fruit- 
ful testing ground for programming tools and compiler op- 
timizations. Once a certain convergence in programming 
paradigms was reached, MPI (Message Passing Interface) 
being the first generally accepted standard, a source code 
implementation, termed NPB2, was released [2], which be- 
came the de facto yardstick for testing (parallelizing) com- 
pilers and tools. Recently, NFB2 was extended to other pro- 
gramming paradigms: OpenMP, HPF (High Performance 
Fortran) and Java (5, 6, 7]. 

Computational and data Grids (8, 16] are currently in 
a state of development comparable to that of high perfor- 
mance computers at the end of the 1980s. Several prototype 
Grid tools exist (e.g. Globus [9], Legion [18], CORBA [3], 
Sun Grid Engine [17], Condor [11J), whose relative mer- 
its are not well understood. Here we present a new bench- 
mark suite, the NAS Grid Benchmarks (NGB), which aims 
to provide an exploration tool to Grid developers and users, 
similar to those which NPB provided to high-performance 
computing developers and users. NGB addresses one of the 
most salient features of Grid computing, namely the ability 
to execute distributed, communicating processes. 

Our pencil-and-paper specification will serve as a uni- 
form tool for testing functionality and efficiency of Grid 
environments, giving Grid developers a clear target. How- 
ever, Grids add new dimensions to the computational pro- 
cess that require us to reconsider the traditional approach 
to benchmarking, which focuses on testing the limits of a 
single computer system. For example, the Grid is heteroge- 
neous, involving different computers, networks, file servers, 
and execution environments. Moreover, Grid configurations 
are dynamic, deprecating common metrics like peak per- 
formance and throughput, and highlighting others, such as 
latency and failure localization. 

Keeping these features in mind, we propose job 
turnaround time as the most important quantitative metric 
for benchmarking the Grid. Derivative metrics, such as ag- 
gregate cost of resources (disk space, CPU time, memory. 
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network bandwidth) used to complete the benchmark, are 
currently considered too poorly defined to have utility out- 
side the benchmarker’s own organization. NGB will pro- 
vide a more detailed report on the performance of Grid 
components, including time to communicate data between 
any two benchmark tasks executed on (potentially different) 
platforms, and wall clock time for each task. But since NGB 
does not specify how many or which resources to employ, 
the detailed report is considered diagnostic in nature 

While it may be desirable to determine Grid efficiency in 
terms of performance achieved divided by resources used, 
this is an unattainable goal in the near future, since it re- 
quires normalization of resources (Grid fungibility), But 
it may well be useful for a Grid developer to examine in- 
crease, or degradation, of NGB performance if a single re- 
source within a baseline configuration is varied, such as 
number of processors in a parallel computation, or number 
of network hops traversed in a distributed computation. 

We expect that Initial quantitative NGB performance, 
even on nominally identical Grid configurations, will show 
poor repeatability, because performance is often influenced 
by (currently) unpredictably fluctuating loads on certain 
Grid components. As Grid computing matures, more em- 
phasis will be placed on reliability and quality of service. 
This will be achieved by more explicit control over Grid re- 
sources that will allow the user to allocate processing power, 
memory, network bandwidth, and disk space. NGB can help 
determine how well claimed resources are actually being 
delivered. However, such resource control will not be part 
of the NGB specification* just as the ability temporarily to 
suppress time sharing on the processors executing an NPB 
code was not part of the NPB specification. 

We provide an NGB reference implementation in Java — 
a prototype of which is described in this paper — for the 
convenience of Grid developers. This implementation al- 
lows us to demonstrate some NGB usage scenarios, and 
to show some interesting effects that users may encounter 
when benchmarking a Grid. 

2 Grid Benchmarking Requirements 

Grids provide informational and computational environ- 
ments that deliver new qualities and services to users. Grid 
benchmarks should explore these new parts of the Grid 
space and should avoid mapping previously covered com- 
puting areas. The Grid's informational component should 
provide fast, well focused and detailed search, storage, and 
retrieval of data, reliable collaboration between users, ac- 
cess to remote instruments, etc. These services, which 
are relatively application specific, require their own set of 
benchmarks, to be developed elsewhere. Wc concentrate, 
instead, on the computational aspect of the Grid environ- 
ment, i.e. services used primarily for running computation- 
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ally demanding jobs and processing substantial data seta. 
Hence, useful benchmark metrics are turnaround time and 
throughput. Turnaround time is time between starting a job 
and obtaining the resulting data. Throughput is submission 
volume possible without affecting the turnaround time. 

For benchmarking throughput, the Grid has to be 
stressed to die limit of one of its resources. This can be 
done, for example, by submitting a large number of in- 
stances of the $&me job with different initial data (parameter 
study). A throughput benchmark must be intrusive, con- 
suming at least one of the Grid resources completely We 
consider intrusion undesirable for a Grid benchmark, one 
of whose important functions is to provide continual infor- 
mation on the health of the Grid environment Hence, we 
will not measure throughput. 

NGB tasks are defined in terms of data flow graphs (see 
Sections 3 and 4), whose nodes and arcs represent computa- 
tions and communications* respectively. An NGB measure- 
ment of Grid performance is a report on the execution trace, 
which Includes durations of execution of each node and of 
transmission along each arc. Summation of such durations 
along a critical path in the instantiation of the NGB data 
flow graph (Section 4) on the Grid gives turnaround time, 
which is also reported. 

NGB should be representative of tasks typically exe- 
cuted on the Grid, but should also specify well-defined, 
measurable quantities of work- This precludes* for example, 
any interactive or nondetenninistic processes. A benchmark 
performance figure is meaningless if the results are wrong, 
so it is important that a reliable verification test be provided. 

NGB should also measure, to some extent, the data trans 
fer capabilities of the communication network, particularly 
latency and bandwidth. Latencies axe automatically in- 
cluded in the turnaround time if communicating tasks of 
the NGB are executed on a nontrivial subset of the Grid 
In order to test bandwidth the benchmark has to send size- 
able data volumes. Suitable candidate applications for Grid 
computing are relatively coarse-grained, as latencies be- 
tween geographically separated Grid platforms are often 
large. This characteristic should be reflected in NGB. 

NGB should contain little initialization data. This is a 
consequence of the paper- and- pencil specification of NGB, 
since any initialization data should be described in just a 
few pages of typed text. While this requirement could be 
waived* in principle, once a down-loadable NGB source 
code implementation is provided* we consider a fairly small 
source code distribution size desirable. 

Grid resources are typically controlled by a certification 
mechanism that allows a legitimate user to access resources 
anywhere on the Grid- This means that the user’s ability to 
run jobs is independent of having accounts on the individual 
machines constituting the Grid. NGB should test the avail- 
ability of this and other basic Grid services. Paraphrasing 
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tht nomenclature of [8, p. 37], we consider die following 
set of basic services necessary and sufficient for running 
jobs on the Grid: authenticate , create task, communicate . 
The NGB uses these three services and can be executed in 
any Grid implementation that provides them. 

NGB will neither measure nor require security and fault 
tolerance, even though these are crucial ingredients of a suc- 
cessful Grid. They are very hard to quantify. However, it is 
envisioned that they will become an informal part of NGB 
performance reporting. For example, turning security on/off 
may affect NGB turnaround time, and NGB failure rates can 
indicate Grid reliability. Similarly, while it is vital to know 
which resources were involved in a certain performance re- 
sult, we have no way of fomaloing their characterization at 
present. We envision that resource usage will also become 
an informal part of NGB performance reporting, for study- 
ing the trade-off between turnaround time and consumed 
resources, and eventually for pricing Grid resources. 

3 NGB Design 

To meet the Grid benchmarking requirements we base 
NGB on two fundamental concepts, listed below. 

Basic set of Grid services. Services necessary and suf- 
ficient for running NGB are authenticate, create ta6k, and 
communicate (see Section 2). They do not assume any 
particular implementation, hence no Globus, Legion, Con- 
dor, CORBA, Grid Engine or other middleware bindings are 
specified. 

Modular structure , open architecture An NGB of a par- 
ticular class (problem size) is specified by a data flow graph 
encapsulating NGB tasks (NPB codes) and communications 
between these tasks. Each node ami arc of the graph is en- 
dowed with a verification test to determine correctness of 
it$ action, This makes it easy to change parameters, orga- 
nize the benchmarks into classes, and diversify the tasks in 
the future. Users can augment or customize the NGB with 
their own favorite applications, as long as proper verifica- 
tion tests are supplied, but only the NAS NGB version al- 
lows comparisons among different users. The decision to 
use NFB codes in the baseline NGB, specifically BT, SP, 
LU. MG, and FT, is motivated as follows. 

* The NPB codes are well-studied, well-understood, 
portable, and widely accepted as scientific benchmark 
codes. 

• Solid verification procedures for NPB already exist. 

• The NPB codes require no interaction, and no data files 
to start, in principle (but see next item). 

* The NPB codes produce sizeable arrays representing 
solutions on discretization meshes. These can be used 
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as input for any of the other codes, since each is based 
on structured discretization meshes covering the same 
physical domain. Hence, it is fairly straightforward 
to construct simple but plausible dependency graphs 
representing sets of interrelated tasks on the Grid, 
with significant data flows (solution arrays) connect- 
ing them. 

• The granularity of the benchmark can easily be con- 
trolled by varying the number of iterations carried out 
by each NPB code. 

• The NPB codes perform operations that can sensibly 
symbolize scientific computation (flow solvers: SP, 
BT, LU), post-processing (data smoother MG), and 
visualization (spectral analysis: FT). Collections of 
such tasks are deemed suitable candidates for Grid 
computing. 

• Good parallel versions of all NPB codes exist, which 
enables balancing the load of complicated Grid tasks 
by assigning different amounts of computational re- 
sources to different subtasks. 

4 NGB Data Flow Graph 

An instance of NGB comprises a collection of NPB * 
codes, each of which solves a problem defined on a fixed, 
logically cubic discretization mesh. Each NPB code (BT, 
SP t LU, MG, or FT) is specified by class (mesh size), num- 
ber of iterations, providers) of the input data, and con- 
sumers) of solution values. Hence, an instance of NGB 
is specified by a Data Flow Graph (DFG), see Figure L 
The DFG consists of nodes connected by directed arcs. It is 
constructed such that there is a directed path from any node 
to the sink node of the graph (indicated by Report in Fig- 
ure 1). This is necessary to ensure that any failing node will 
be registered. 

All NPB ’s mesh based problems are defined on the three- 
dimensional unit cube. However, even within the same 
problem class (S, W, A 1 B t or C) there are different mesh 
sizes for the different benchmark codes. Discretization 
points of meshes of differem size generally do not coincide. 

Tn order to use the output from one NPB code as input for 
another, we interpolate the data trMinearly, and take arith- 
metic averages of multiple inputs. The methods used by 
NPB preserve numerical stability under these operations. 

DFG Node . Bach node (except Launch and Report) rep- 
resents a single computational task. It has a set of input 
and output arcs, an interpolator, a solver, and a verifier. If a 
node is connected to the source node (indicated by Launch 
in Figure 1), it receives control directives to initiate the com- 
putation Otherwise it receives input, data from other nodes 
through its input arcs, verifies correctness of the input data 
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Figure 1. Data flow graphs of NGB, class S (sample size). Solid arrows signify data and control flow. 
Dashed arrows signify control flow only. Subscripts of MB tasks indicate the number of iterations 
carried out by an NPfi code. 


and interpolates it to calculate initial conditions. Each node 
applies the solver to the initial data, and verifies correct- 
ness of the computed result. If the node is not connected 
to the sink node (indicated by Report in Figure 1), it sends 
the computed solution to all output arcs. Otherwise it sends 
verification status and timing information to the sink node. 
Each node contains an instance of NFB2. The implemen- 
tor is free to attach to the node information on the com- 
putational resources required for performing its functions, 
which can be used by a scheduler, see below. 

DFG Arc, An arc has tail and head nodes. It represents 
transmission of data from the tail to the head. The imple- 
mentor is free to attach to the arc information on the com- 
munication resources required for performing its functions, 
which can be used by a scheduler, see below. Communica- 
tion along arcs takes place nominally through files (streams, 
sockets). These may not be cached, but must be created 
anew for each benchmark run. Dashed arcs m Figure 1 con- 
nect the nodes Launch and Report to the rest of the graph. 
They cany no computational data, but are required for con- 
trol, status, and timing, 

NGB Graph Set. NGB employs graphs named Em- 
barrassingly Distributed (ED), Long Pipe (LP), Compound 
Pipe (CP), and Mixed Bag (MB), as shown in Figure 1. ED 
represents the important class of Grid applications called 
parameter studies, which constitute multiple independent 
runs of the same program, but with different input parame- 
ters. At NASA Ames, flow solvers— symbolized by SP— 
are often used for such studies. LP represents long chains 
of processes, such as a set of flow computations that are run 
one after the other, as is customary when breaking up very 
long running simulations into series of tasks. CP represents 
chains of compound processes, like those encountered when 
visualizing flow solutions as the simulation progresses (see 
itemized list in Section 3). MB is similar to CP, but now the 


emphasis is on introducing asymmetry. Different amounts 
of data arc transferred between different tasks, and some 
tasks take longer than others, presenting a tough job to a 
scheduling agent that needs to map DFG nodes to resources. 

Many important scientific applications consist of itera- 
tive processes that are naturally defined in terras of cyclic 
graphs. Since NGB measures turnaround time, all graphs in 
the graphs set are noncycHc and futile, They can nonethe- 
less be used to mimic iterative processes, which have as ba- 
sic building blocks (sets of) computational modules whose 
output can be transformed into input for the same mod- 
ule^), LP, for example, can be viewed as a partially un- 
rolled cyclic process. 

Nodes and arcs are abstract components of the DFG. 
They are instantiated on a particular set of resources on 
the Grid, but we do not specify how or where a certain 
code or arc of the graph is instantiated. This is part of the 
benchmark execution. Executing an arc does not necessar- 
ily imply accessing a remote machine; multiple nodes may 
be mapped to the same platform- 

An NGB of a particular class will be submitted for ex- 
ecution on the Grid, presumably to a scheduler. In case 
the user does not (want to) specify individual resources for 
nodes and arcs, the scheduler can make a decision about as- 
signing appropriate Grid resources, depending on the avail- 
ability of a description of resources required. This descrip- 
tion may include number of floating point operations, mem- 
ory size, and I/O volume. 

5 Reference Implementation 

In keeping with the spirit of the original NPBs, we pro- 
vide a reference implementation dial confumis to the rules 
of the NGB, and can serve as a starting point for develop- 
ers or users of other Grid environments. It is envisioned that 
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standardization of Grid middleware will lead to one or more 
optimized source code implementations that can be down- 
loaded and run as is (cf. [2]). 

For the implementation we use the Java platform 110J, 
since it has all the necessary features for creating a rudimen- 
tary Grid and NGB application in a compact and portable 
form. Moreover, a mapping of basic Grid services onto 
well-established Java constructs is relatively straightfor- 
ward, and is specified as follows. 

Authentication is provided by the NGB Pad (a Java ap- 
plication written for NGB), which requires the user to type 
a user name and password. This authentication acts as a 
proxy for each NGB task request issued from the NGB 
Pad. Java support for restricted access to services provided 
by the reference implementation is contained in package 
java, security. We use Java to enable tack creation 
through the object lookup mechanism and native process 
creation contained in the j ava . rmi and j ava . j ni pack- 
ages, respectively. Communication (along arcs of the graph) 
is handled by the remote method invocation mechanism and 
file I/O, contained in the j ava . rmi and j ava . io pack- 
ages, respectively. 

The reference implementation involves two levels* the 
Grid level, which provides the basic Grid services, and the 
application level, which makes use of the services to imple- 
ment the NGB tasks. NGB developers arc expected only to 
implement the application level. 



Figure 2. Network topology of msch ines used 
in the experiments. 


Grid level Our rudimentary Grid environment services the 
user’s requests for mnning benchmarks and for reporting 
results. Installation of the environment by a Grid adminis- 
trator involves the following steps: 


o Install Java registry and bind services to the registry on 
all Grid machines (executing NPB codes). At present, 
the services are specific to NGB, but they can be made 
completely generic. Once they are, the Grid adminis- 
trator no longer needs to be involved In installing user 
codes. 

o Specify the security policy and eligible users. 

o Install NGB Pads on Launch machines — from which 
NGB execution is initiated — to provide authentication 
and access to Grid services. At present, authentication 
and the application interface are integrated, which limits 
the generality of our rudimentary Grid environment 

Application level The application level uses the basic Grid 
services to implement the NGB. Launch machines are cre- 
ated by the installation of the NGB Pad, The Pad, which can 
run on any machine that is able to access Grid machines via 
the HTTP protocol, is a graphical user interface (Figure 3) 
that encapsulates the basic Grid services. It reads a textual 
description of the DFG, turns it iuto a graph object, sub- 
mits it for execution on the Grid specified within the DFG, 
and collects and displays the benchmark performance re- 
port. Currently, nodes of the DFG have to be mapped onto 
the Grid explicitly. The mapping includes the name of a 
Grid machine, number of processors used, and a program 
trnng paradigm (MPI, Java, HPF, OpenMP). We use an ex- 
plicit mapping, since a connection with a Grid scheduler 
(resource broker) has not been implemented at the time of 
writing. In return, the user gets a benchmark performance 
report containing turnaround time and verification status for 
the whole benchmark, and for each node in the DFG- 
Benchmark installation and execution involves the fol- 
lowing steps: 

• Compile and install NPBs on Grid machines (currently 
requires Grid administrator privileges and is therefore 
carried out in the installation step at the Grid level). 

• Create DFG (in textual format). 

• Invoke NGB Pad. 

• Identify self as NGB Grid user. 

• Submit DFG for execution on the Grid. 

• Obtain bench mark report. 

Experimental Setup . We installed the NGB services on 
a compact Grid comprised of 4 machines at NAS: a 24- 
proccssor SGI Origin 2000 (02K), a 16-processor SUN 
EI0000 (E10K), a 4-processor SUN Ultra-4 (U4), and a 
2-processor SUN Ultra-60 (U60). The machines were 
connected by fast, switched Ethernet — supplemented with 
some HIFPI connections — with a typical round-trip time of 
0.5 ms, see Figure 2. Only one processor was used on each 
of the machines. The NGB Pad ran on a single processor 
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Figure 3. Prototype NGB Pad Graphical User Interface. Background artwork reproduced with per- 
mission of the artist, Julia Frumkin. 


SGI Octane-2 by a user who did not have accounts on two 
of the four Grid machines. 

Experimental Results- We executed the LP.S benchmark 
(Figure 1), mapped onto the ring U60-O2K-E10K-U4, in 
three modes, illustrated in Figure 4. Here each “wave" 
constitutes a snapshot of an instance of LP.S, which has 
at most one executing task (sharp peak) at any one time. 
Figures 4b and 4c each show snapshots of two instances of 
LP.S, mapped onto the ring of Grid machines in the same (b) 
and opposite (c) directions, respectively. The co~directed 
waves were started at different times, so that they never oc- 
cupied the same machine simultaneously. We measured the 
turnaround time of LP.S and accumulated CPU time for all 
nodes of LP-S for a number of runs during a single day. 
Results shown in Figure 5 provide quantitative insight into 
Grid overhead and timing consistency. 

The graphs show that the compact Grid — whose ma- 
chines were not running in dedicated mode for our 


experiments — exhibited the timing consistency of a single 
processor to a multiuser mode, keeping variation of the 
turnaround time within 10%. We define Grid overhead as 
the difference between total turnaround time — which in- 
cludes time spent in communications — and accumulated 
CPU time within the nodes of a node critical path . A node 
critical path is defined as the critical path of the instantiation 
of the DFG when ignoring all communication and synchro- 
nization times- For the LP benchmark the Grid overhead 
is simply the difference between turnaround time and accu 
mulated CPU time. It follows from Figure 5 that the Grid 
overhead was below 5% percent for all cases, indicating that 
the communications did tlOL dominate the benchmark exe- 
cutions, and that the Java server overhead was acceptable 
Apparently, the load experienced by the NAS machines was 
steady during the period of testing. 

We also made the following observations in our experi- 
ments, see Figure 5. Solitary waves (left) exhibited a steady 
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